BALUSTRADE SYSTEM COMPONENTS

: - . ; HARDWARE
Balustrade Stiffener Brackets (For Aligning and Stiffening Panels) WARRANTY
Product Model | Sizes mm Finish Material Type Application | Area
90 DEGREE 65x55x25mm 2205 STAINLESS | STIFFENER FIXING Internal &
STIFFENER 300153 GLASS ss STEEL BRACKET | COMPONENT | External
BRACKET THICKNESS:
(GLASS TO WALL) 12-15.5mm IDI
i 65x55x25mm |&l
300154 GLASS ss
e THICKNESS: 20
17.2-21.5mm 0
90 DEGREE 75x50x25mm 2205 STAINLESS | STIFFENER FIXING Internal &
STIFFENER 300151 GLASS - STEEL BRACKET | COMPONENT | External
BRACKET THICKNESS:

(GLASS TO GLASS) SE - ||:||
il 88x55x25mm |&|
a i 300152 GLASS ss
- THICKNESS: 20

17.2-21.5mm e
180 DEGREE 70x25mm 2205 STAINLESS | STIFFENER FIXING Internal &
STIFFENER 300149 GLASS ss STEEL BRACKET | COMPONENT | External
BRACKET THICKNESS:

[GLASS TO GLASS] 12-15.5mm IDI

e 103x25mm |&|

' GLASS
i\g 300150 |y ckNESS: SS =29
17.2-21.5mm -9

NOTE: All brackets are supplied with a selection of gaskets to suit glass thickness.

12-15.5mm Glass - Straight Bracket (300149)

Min 14
Max 20
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12-15.5mm Glass - Corner Bracket (300151)

FULL HEIGHT FULL WIDTH SILICON
(DC795 or DC121) BUTT JOIN
REQUIRED FOR ALL CORNERS .
PREPARE FOR & APPLY
STRUCTURAL SILICONE IN
ACCORDANCE WITH DOWSIL
PREPARATION AND INSTALLATION
INSTRUCTIONS.

Min 12

Max 17 —

12-15.5mm Glass - Wall Bracket (300153)

Min 11
Max 16
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PERFORMANCE GLASS

17.2-21.52mm Glass - Straight Bracket (300150)

Min 14
Max 20
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17.2-21.52mm Glass - Corner Bracket (300152)

FULL HEIGHT FULL WIDTH SILICON
(DC795 or DC121) BUTT JOIN
REQUIRED FOR ALL CORNERS .
PREPARE FOR & APPLY
STRUCTURAL SILICONE IN
ACCORDANCE WITH DOWSIL
PREPARATION AND INSTALLATION
INSTRUCTIONS.

Min 12

Max 17 —
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Min 11
Max 16
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17.2-21.52mm Glass - Wall Bracket (300154)

Min 11
Max 16

-

OMetro Performance Glass. Manufactured Frameless Glass.

www.metroglass.co.nz



