Commercial
Hinged and Pivot

All door types can be supplied in either a single or double leaf configuration, along with a wide choice of options
including matching side lights, decorative features and hardware. Standard options include ‘frameless patches’ or
top/bottom rails.

HINGED AND PIVOT DOORS
Patch Fittings HARDWARE

|__Product | Model | Sizesmm | Finish | Material _|__Type | Application

MP10 BOTTOM 301083 | 160x50x30mm | ANOD NATURAL | 316 STAINLESS BOTTOM PIVOTDOOR | Internal &
PATCHFITTING | 0 | o0 e 0x30mm PSS STEEL PATCH HINGE DOOR | External
301085 | 160x50x30mm ss [D]
L GLASS ON REQUEST: I
THICKNESS: | POWDERCOAT
10-12mm |
MP20 TOP PATCH | 301092 |160x50x30mm | ANOD NATURAL | 316 STAINLESS TOP PATCH PIVOT DOOR | Internal &
FITTING 301093 | 160x50x30mm PSS STEEL HINGE DOOR | External
. 301094 | 160x50x30mm SS
\ e @ GLASS ON REQUEST: |
THICKNESS: | POWDERCOAT D
10-12mm |
MP22 TOP PATCH | 301088 |160x50x30mm | ANOD NATURAL | 316 STAINLESS TOP PATCH PIVOT DOOR | Internal &
FITTING STEEL FOR HINGE DOOR | External
301099 | 160x50x30mm PSS OVERHEAD
e 301100 | 160x50x30mm SS TRANSOM
e — B CLOSER
— GLASS ON REQUEST: |
THICKNESS: | POWDERCOAT D
10-12mm |
MP24 TOP PIVOT | 301130 | 120x25x3mm SS 316 STAINLESS TOP PIVOT PIVOT DOOR | Internal &
STEEL WITH PLATE | HINGE DOOR | External
ON REQUEST: MOUNTING
== e POWDERCOAT
i g O" [D]
U
|
MP25 TOP PIVOT Full & Top: 316 STAINLESS TOP PIVOT PIVOT DOOR | Internal &
500476 | 00X13x13mm ss STEEL THREADED | HINGEDOOR | External
Threaded Rod: ROD /
40x7x7mm WASHER/ | SLIDING DOOR E:v
% POWDERCOAT
= 's ]
MP26 STANDARD | 301132 | 100x46x4mm SS 316 STAINLESS BOTTOM PIVOTDOOR | Internal &
FLOOR PIVOT
ON REQUEST: STEEL PIVOT HINGE DOOR | External
POWDERCOAT *Max door
weight 100kg
U
|
MP28 TRANSOM | 500477 | 51x15x17mm | ANOD NATURAL | 316 STAINLESS STOP - PIVOT DOOR | Internal &
MOUNT STOP
ON REQUEST: STEEL SIN%IEJIIEA?AOOR HINGE DOOR | External
- POWDERCOAT [D]
MP32 FLOOR 301007 40x32mm PSS 316 STAINLESS STOP PIVOT / HINGE | Internal &
MOUNT STOP 301008 40x32mm Ss STEEL DOOR External
" SLIDING DOOR [D] B
- ]
= I
MP33 WALL 301483 75x16mm PSS 316 STAINLESS STOP PIVOT / HINGE | Internal &
MOUNT STOP 301484 75x16mm Ss STEEL DOOR External
| ON REQUEST: SLIDING DOOR E
| i POWDERCOAT
|
A, !
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HINGED AND PIVOT DOORS
Patch Fittings

HARDWARE
WARRANTY

HINGED AND PIVOT DOORS
Patch Locks

HARDWARE
WARRANTY

|__Product | Model | Sizesmm | _Finish | Material | _Type | Application

|__Product | Model | Sizesmm | Finish | Material | Type | Application

MP34 500434 | 60x35x3mm | ANOD NATURAL | 316 STAINLESS | OVERPANEL | PIVOTDOOR | Internal &
OclviFllil-'\:r:\I;IéLO 500436 | 60x35x3mm PSS STEEL TSAV_\rIéII__IL HINGE DOOR | External
(FITTINGKIT | 500206 | 60x35x3mm ss [D]

Includes Backplate
and CSK Socket Screw GLASS ON HEQUESTZ |
- THICKNESS: POWDERCOAT
300044 ANOD NATURAL
KIT INCLUDES:
- = BACKPLATE
M8 X20MM

z 301273 SCREW SS

MP40 301107 | 217x105x30mm | ANOD NATURAL | 316 STAINLESS | OVERPANEL PIVOT DOOR | Internal &
Tg\glsggaxﬁlél_ 301108 | 217x105x30mm PSS STEEL PA;gLSIIDDAECH HINGE DOOR | External
PATCHFITTING | 301109 | 217x105x30mm Ss

1 GLASS ON REQUEST: |
. THICKNESS: POWDERCOAT D
10-12mm |

MP41 301110 LEFT HAND ANOD NATURAL | 316 STAINLESS | OVERPANEL PIVOT DOOR | Internal &

OVERPANEL STEEL TO SIDE HINGE DOOR | External
TO SIDE PANEL 301111 LEFTHAND SS PANEL WITH
WITH FIN PATCH
EITTING 301984 LEFT HAND PSS FIN PATCH [D]
301113 RIGHTHAND | ANOD NATURAL |
| e 301114 RIGHT HAND SS |D
301112 RIGHT HAND PSS
217x105x30mm | ON REQUEST:
INCLUDING POWDERCOAT
OUTER LEG
217x105x140mm
GLASS
THICKNESS:
10-12mm
MP61 301117 | 105x105x30mm | ANOD NATURAL | 316 STAINLESS | OVERPANEL PIVOT DOOR | Internal &
OVERPANEL TO STEEL TO SIDE HINGE DOOR | External
SIDE PANEL WITH | 301118 | 105x105x30mm PSS PANEL WITH
OPTIONAL STOP
301119 | 105x105x30mm SS OPTIONAL
PATCH FITTING STOP PATCH
e GLASS ON REQUEST: |
b THICKNESS: | POWDERCOAT D
- 10-12mm |
MP70 301120 | 115x50x25mm | ANOD NATURAL | 316 STAINLESS | OVERPANEL PIVOT DOOR | Internal &
OVERPANEL STEEL WITH TWO External
opT‘:\ng‘gToops 301121 | 115x50x25mm PSS OPTIONAL (WITHTWO
PATCH FITTING . | 301122 | 115x50x25mm SS STOPS PATCH| STOPS SUITS
DOUBLE
ON REQUEST: DOORS) |
POWDERCOAT |D

| .
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MP100 BOTTOM | 500437 ANOD NATURAL | 316 STAINLESS | PATCH LOCK BOTTOM Internal &
PATCHLOCK [ ggg43p | 195%X50x30mm PSS STEEL PATCHLOCK | External
*Two Versions available Tough Lock
Pin Lock,or‘_Tough Lock | 500464 SS *Includes Cylinders m
1 500459 ANOD NATURAL and keeper.
500460 | 195X50x30mm PSS |
: Pin Lock |
‘:.. 500461 ss
. GLASS ON REQUEST:
) THICKNESS: | POWDERCOAT
= 10-12mm
MP200 CENTRE | 501170 | EUROSTYLE | ANOD NATURAL | 316 STAINLESS | PATCH LOCK CENTRE Internal &
PATCHLOCK | 501172 DOUBLE PSS STEEL PATCHLOCK | External
*Includes Cylinders CYLINDERS
501771 | 163x50x30mm ss *Includes Cylinders [D]
1 ~ | 500297 | EUROSTYLE | ANOD NATURAL |
CYLINDERS &
- 500465 TURN PSS |D
500435 | 163x50x30mm Ss
~ GLASS ON REQUEST:
& THICKNESS: | POWDERCOAT
10-12mm
MP220 CENTRE | 301101 |162x50x30mm | ANOD NATURAL | 316 STAINLESS | PATCHLOCK CENTRE Internal &
PATCHKEEPER | 301102 | 162x50x30mm Ss STEEL KEEPER PATCH KEEPER | External
301103 | 162x50x30mm PSS
GLASS ON REQUEST:
THICKNESS: | POWDERCOAT '
10-12mm |
MK240 TOUGH 300873 | 120x25x2mm PSS 316 STAINLESS KEEPER FOR Internal &
LOCKKEEPER | 300872 | 120x25x2mm ss STEEL SUuITS TRANSOM | Extgrnal
/ COMPONENT MULLION
500437
300437 OR GROUND
500464 INSTALLATIONS I
U
MK250 PINLOCK | 300874 | 75x25x2mm PSS 316 STAINLESS KEEPER FOR Internal &
KEEPER 300875 | 75x25x2mm ss STEEL SuITS TRANSOM Extgrnal
COMPONENT MULLION
T 500459
OR GROUND
500460
P - 500461 INSTALLATIONS I
il
DC110 EURO 300426 | 70x33x17mm PSS 316 STAINLESS DOUBLE LOCK Internal &
DOUBLE 301973 | 70x33x17mm ss STEEL CrLINDER CYLINDER | External
COMPONENT
: 200436
{fg— a
o i
Lo 500461 |
CT110 EURO 301856 | 87x32x17mm PSS 316 STAINLESS CYI:I_I”E'I\EIR & LOCK Internal &
CYLINDER & STEEL CYLINDER External
SURN 300425 | 87x32x17mm Ss SUITS
z COMEONENT
.
) & 200484 |E
e 500459
500460 |
SLIDE ON PATCH | 300928 | 46x32x17mm | ANOD NATURAL | 316 STAINLESS | PATCH LOCK SLIDE ON Internal &
CYLINDER LOCK STEEL CYLINDER Extgrnal
i LOCK
- U
|
SLIDE ON PATCH | 300929 | 50x40x28mm | ANOD NATURAL | 316 STAINLESS | PATCH LOCK SLIDE ON Internal &
BOLT LOCK STEEL BOLTLOCK | Extgrnal
—

U
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HINGED AND PIVOT DOORS
Patch Fitting Individual Components

HARDWARE
WARRANTY

__Product | Model | Sizesmm |___Finish | _Material _|__Type | Application

HINGED AND PIVOT DOORS
Patch Fitting Individual Components

HARDWARE
WARRANTY

|__Product | Model | Sizesmm | Finish | Material | _Type | Application

CP10 CP20 CP22 | 300070 160x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
(ngn‘fs}na?élk\ggt] 300371 160x50mm PSS STEEL PLATES PARTS FITTINGS
300372 160x50mm SS SUITS
—— COMPONENT
ON REQUEST: MP10, MP20, MP22
POWDERCOAT PATCH FITTINGS
CP34 300382 162x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
[FEt?n‘{:E‘ErHBZIEIk\EEt] 300383 162x50mm PSS STEEL PLATES PARTS FITTINGS
300384 162x50mm SS SUITS
COMPONENT
ON REQUEST: MP34
POWDERCOAT
CP40 300385 ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
COVER PLATE 300386 | 217X105mm PSS STEEL PLATES PARTS FITTINGS
(Front & Back Set) 217x50mm
300387 SS SUITS
COMPONENT
- ON REQUEST: MP40
POWDERCOAT
CP41LH/RH 300388 ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
COVER PLATE 300389 PSS STEEL PLATES PARTS FITTINGS
(Front & Back Set)
300390 | 217X105mm ss SUITS
217x50mm COMPONENT
. _1 302158 110x50mm | ANOD NATURAL MP41
— - 301948 PSS
301949 SS
ON REQUEST:
POWDERCOAT
Cc61 300391 105x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
(Fggn\élgnlegggt] 300392 105x50mm PSS STEEL PLATES PARTS FITTINGS
— 300393 105x50mm SS SUITS
COMPONENT
ON REQUEST: MP61
: POWDERCOAT
CP70 300394 115x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
(Fggn\élgnlegggt] 300395 115x50mm PSS STEEL PLATES PARTS FITTINGS
300396 115x50mm SS SUITS
COMPONENT
ON REQUEST: MP70
POWDERCOAT
CP100 300373 115x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
COVER PLATE STEEL PLATES PARTS FITTINGS
300375 115x50mm SS SUITS
- COMPONENT
- ON REQUEST: MP100
POWDERCOAT

CP200 300376 163x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
COVER PLATE STEEL PLATES PARTS FITTINGS
(Front & Back Set) | 300377 163x50mm PSS (CENTRE)
300378 163x50mm SS SuUITS
! COMPONENT
- — ON REQUEST: MP200
1 R POWDERCOAT
COVER PLATE 300379 162x50mm | ANOD NATURAL | 316 STAINLESS | PATCH COVER | REPLACEMENT | PATCH
(Front & Back Set) 300380 162x50mm PSS STEEL [EIIE?\ITI'EISE PARTS FITTINGS
= [ 300381 162x50mm SS KEEPER) SUITS
COMPONENT
ON REQUEST: MP220
POWDERCOAT
1S10 PATCH 300828 75x26mm FORGED INSERT AND | REPLACEMENT | PATCH
FITTING INSERT SCREWS PARTS FITTINGS
AND SCREWS
SuITS
COMPONENT
MP20
1S20 PATCH 300829 70x26mm FORGED INSERT AND | REPLACEMENT | PATCH
FITTING INSERT SCREWS PARTS FITTINGS
AND SCREWS
SuITS
COMPONENT
MP22
1S22 PATCH 300830 76x19mm FORGED INSERT AND | REPLACEMENT | PATCH
FITTING INSERT SCREWS PARTS FITTINGS
AND SCREWS
SUITS
COMPONENT
‘ m “ MP34, MP40 & MP41
1S40 PATCH 300831 70x26mm FORGED INSERT AND | REPLACEMENT | PATCH
FITTING INSERT SCREWS PARTS FITTINGS
AND SCREWS
SUITS
- COMPONENT
MP61 & MP70
1S70 PATCH 300832 31x29mm FORGED INSERT STOP | REPLACEMENT | PATCH
FITTING INSERT PARTS FITTINGS
STOP
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HINGED/PIVOT AND SLIDING DOORS
Door Rails and Componentry

HARDWARE
WARRANTY

__Product | Model | Sizesmm | Finish | Material | __Type | Application

HINGED/PIVOT AND SLIDING DOORS

Door Rails and Componentry

HARDWARE
WARRANTY

|__Product | Model | Sizesmm | Finish | Material | Type | Application

DOOR RAIL 500484 10mm ANOD NATURAL ALUM BOTTOM PIVOT DOOR | Internal & DOOR RAIL 500520 10mm ANOD NATURAL ALUM TOP PIVOTING | PIVOTDOOR | Internal &
MR10* 500485 12mm ANOD NATURAL F;\llgg'll'_lggKF:ﬁlaL HINGE DOOR External MR40* 500521 12mm ANOD NATURAL RAIL LOCKING HINGE DOOR External
*Per Metre 500486 15mm ANOD NATURAL [D] *Per Metre 500522 15mm ANOD NATURAL [D]
500487 19mm ANOD NATURAL 500523 19mm ANOD NATURAL
500488 10mm PSS 'D 500524 10mm PSS 'D
500489 12mm PSS | 500525 12mm PSS |
500490 15mm PSS 500526 15mm PSS
500491 19mm PSS 500527 19mm PSS
500492 10mm Ss 500528 10mm ss
500493 12mm Ss 500529 12mm Ss
500494 15mm Ss 500530 15mm ss
500495 19mm Ss 500531 19mm Ss
NON LOCKING | ON REQUEST: 300876 Keeper ANOD NATURAL
POWDERCOAT (Half Round)
GLASS Keeper
THICKNESS: 300877 p ANOD NATURAL
10-19mm (Quarter Round)
DOOR RAIL 500496 10mm ANOD NATURAL | 316 STAINLESS | TOP PIVOTING | PIVOTDOOR | Internal & LOCKING ON REQUEST:
MR20* 500497 12mm ANOD NATURAL STEEL RAIL NON HINGE DOOR External GLASS POWDERCOAT
LOCKING )
*Per Metre 500498 15mm ANOD NATURAL TTBC%ESS-
-19mm
500499 19mm ANOD NATURAL
EEEn 0 = I DOOR RAIL 500532 10mm ANOD NATURAL | 316 STAINLESS BOTTOM SLIDING DOOR | Internal &
—oo501 12""" = |D MR50* 500533 12mm ANOD NATURAL STEEL Eg'ﬁl:_"éizmé External
mm
e E = *Per Metre 500534 15mm ANOD NATURAL ‘
mm
£ 00505 9 oS 500535 19mm ANOD NATURAL D
mm
500536 10mm PSS
500504 10mm Ss
00505 o oS 500537 12mm PSS
mm
500538 15mm PSS
500506 15mm ss
500539 19mm PSS
500507 19mm Ss
500540 10mm ss
NON LOCKING fé“v\f‘gé’:gos;} 500541 12mm ss
THIGCLI?NSESSS 500542 15mm Ss
10-19mm ’ 500543 19mm SS
DOOR RAIL 500508 10mm ANOD NATURAL | 316 STAINLESS BOTTOM PIVOT DOOR | Internal & NONLOCKING | ONREQUEST:
MR30* 500509 12mm ANOD NATURAL STEEL PIVOTING RAIL| HINGE DOOR | External POWDERCOAT
LOCKING GLASS
*Per Metre 500510 15mm ANOD NATURAL [D] TTIOCl;gESS-
-19mm
500511 19mm ANOD NATURAL
E— - = | DOOR RAIL 500544 10mm ANOD NATURAL | 316 STAINLESS | TOP SLIDING | SLIDING DOOR | Internal &
P > = |D MR60* 500545 12mm ANOD NATURAL STEEL Eég—gﬁg External
mm
*Per Metre 500546 15mm ANOD NATURAL
500514 15mm PSS =)
00515 0 oS 500547 19mm ANOD NATURAL
mm
500548 10mm PSS
500516 10mm ss
500549 12mm PSS
500517 12mm SS
500550 15mm PSS
500518 15mm Ss
£00515 9 oS 500551 19mm PSS
mm
< 500552 10mm ss
eeper
300876 [HaIfRFc)Jund) ANOD NATURAL 500553 12mm sSs
500554 15mm ss
Keeper
300877 (Quarter Round) ANOD NATURAL 500555 19mm SS
LOCKING ON REQUEST: NON LOCKING | ON REQUEST:
POWDERCOAT POWDERCOAT
GLASS GLASS
THICKNESS: THICKNESS:
10-19mm 10-19mm

NOTE: For Locking Rails specify cylinder Type: DC — Double cylinders, SC - Single Cylinder, CT Cylinder Turn. NOTE: For Locking Rails specify cylinder Type: DC — Double cylinders, SC - Single Cylinder, CT Cylinder Turn.
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HINGED/PIVOT AND SLIDING DOORS

Door Rails and Componentry HADWARE
|__Product | Model | Sizesmm | Finish | Material Type | Application [ Area
DOOR RAIL 500556 10mm ANOD NATURAL ALUM BOTTOM | SLIDING DOOR | Internal &
MR70* 500557 12mm ANOD NATURAL SLIDING RAIL External
LOCKING
*Per Metre 500558 15mm ANOD NATURAL -
500559 19mm ANOD NATURAL
500560 10mm PSS
500561 12mm PSS
500562 15mm PSS
500563 19mm PSS
500564 10mm SS
500565 12mm SS
500566 15mm SS
500567 19mm ss
Keeper
300876 | (aifRound) | ANOD NATURAL
Keeper
300877 | (ouarterRound) | ANOD NATURAL
LOCKING ON REQUEST:
POWDERCOAT
GLASS
THICKNESS:
10-19mm
DOOR RAIL 500568 10mm ANOD NATURAL | 316 STAINLESS | SIDE PANEL | PIVOTDOOR | Internal &
MR80* 500569 12mm ANOD NATURAL STEEL RAIL External
*Per Metre 500570 15mm ANOD NATURAL *Supplied with [[]]
500571 19mm ANOD NATURAL €825 Channel | SLIDING DOOR
500572 10mm PSS I ’:
500573 12mm PSS
500574 15mm PSS
500575 19mm PSS
500576 10mm SS
500577 12mm Ss
500578 15mm SS
500579 19mm SS
NONLOCKING | ONREQUEST:
POWDERCOAT
GLASS
THICKNESS:
10-19mm

NOTE: For Locking Rails specify cylinder Type: DC — Double cylinders, SC - Single Cylinder, CT Cylinder Turn.
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HINGED/PIVOT AND SLIDING DOORS

For Locking Door Rails
DC- Double Cylinders, SC - Single Cylinder, CT - Cylinder & Turn (MR30, MR40, MR70)

HARDWARE
WARRANTY

Product Model | Sizes mm Finish Material Type Application | Area
SINGLE CYLINDER | 300428 30x36mm sC STAINLESS SINGLE LOCK Internal &
STEEL CYLINDER CYLINDER External
— Lockwood 590 *Includes
- Cylinders Screw pack m
U
|
TURN KNOB 301019 | 30x36mm sC STAINLESS CYLINDER & Lock | ’:
CYLINDER ) STEEL TURN CYLINDER
(Including *Includes
Lock Knob Screw pack
30 X52mm)
Lockwood 590
Cylinders
ESCUTCHEON 301209 60X31mm SS STAINLESS ESCUTCHEON ROSE
ROSE
Lockwood 590 STEEL ROSE SUITS

Cylinders COMPONENT
L Rose 300428
301019

300876

143x28x41mm | ANOD NATURAL

KEEPER

A 4

STAINLESS
STEEL

GROUND LOCK
BASED KEEPER

Lockwood 540
Cylinders

Select Ground Keeper.

IF USING A DORMAKABA OVERHEAD TRANSOM CLOSER (RTS85):

The Top Pivoting Rail will require an extra conversion Insert (RTS85 RAIL INSERT sku 301270)
Used with MR20 & MR40 Door Rails.

Floor Guides

Sizes mm Finish Application
FLOOR GUIDE 301009 | 60x26x4mm BLACK PVC SLIDING RAIL GUIDE Internal &
BLACK PVC FLOOR GUIDE External
[=
FLOOR GUIDE 300967 | 35x49x26mm | ANOD NATURAL ALUM SLIDING RAIL | ADJUSTABLE | Internal &
GLASS DOOR GLASS FLOOR GUIDE GUIDE External
THICKNESS: FOR GLASS
’ DOORS =)
8-12mm
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