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A fashionable, premium look in today’s high spec homes. Our Bath screens are custom made to suit your 
bathroom layout. Whether it requires hinged or sliding, angled panels or notch cut-outs, we deliver the best 
solution. Bath screens hardware can be matched to your other bathroom fittings and/or decor. 

NOTE: For showers and bath screens that do not have a door there is a need to have the whole bathroom floor as 
a wet area. This is a requirement if the edge of the screen is less than 1500mm from the shower rose.  (Ref New 
Zealand Building Code E3). Grading to a floor waste and terminate with a water stop.

Glass Bath Screens
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Key Features 
u �Choice of folding, swing or fixed panel bath screens.

u Channel Designs.

u End Caps.

u �Channels are available in bright and natural silver anodised, 
matt black powdercoat as standard finishes.

u Special colours Powder coated on request.

u Custom made to fit the bathroom space.

Optional Extras
u �You can add glass shelves, or protect your bath screen 

with an EZClean Coating - designed to enable glass to have 
less contact with dirt, making your shower easy to clean 
and reducing limescale and grime.

u �Options for a hinged panel door. The hinged bath screen 
provides a combination of splash guard and door. Hinged 
off a glass panel, it folds back on itself enabling easy 
access to taps. 

EzyClean Technology
u �Applied in our state-of-the-art manufacturing facilities, 

Metro’s unique EzyClean Technology provides a protective 
coating that creates a long lasting, invisible shield on your 
home’s glass surfaces.

u �Water will simply bead off the glass surface, resulting in 
cleaning time being significantly reduced. And it also makes 
cleaning simple, only requiring the use of water and a mild 
detergent with a microfibre cloth.

u �Compared to ordinary glass, Metro EzyClean Technology:       

	 - resists staining from hard water deposits.      

	 - does not support the growth of bacteria.      

	 - �eliminates the need for harsh and abrasive cleaning 
products.      

	 - �protects against the build-up of soap scum, body oils, 
dirt, and grime. 

Scope of Use
u �Glass bath screens are an alternative to a shower 

curtain for this situation. A glass screen is not only more 
attractive looking and durable, but most importantly they 
offer protection from water damage by containing water 
inside the bath. They are also easily cleaned, making them 
far more hygienic than a scruffy shower curtain.

Support Inquiries 
u �Metro Technical phone (09) 927 3000 or email  

technical@metroglass.co.nz.
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Product Model Sizes mm Finish Material Type Application Area
MAUI BATH 

SCREEN KIT
500707 DIY KIT ANOD BRIGHT ALUM / BRASS MAUI KITSET

*Standard Kit 
includes, Channel, 
End Caps, Hinges.

DIY KIT 
INCLUDES:

Silicone
Setting Blocks

Packers

BATH SCREEN Internal & 
External500704 MERCHANT ANOD BRIGHT

GLASS  
THICKNESS: 

10mm 

FRAMELESS SHOWERS
HARDWARE
WARRANTY

10
YEAR

Maui – Basic Bath Screen Kit

Product Model Sizes mm Finish Grade Type Application Area
MF2DL

DESIGNER DOOR 
HINGE

300826 140 x 48mm PC BRASS DOOR HINGE
GLASS TO 

GLASS 

FIXING:
GLASS TO 

GLASS (LEFT 
HUNG)

PIVOT DOOR Bathroom 
& Internal

GLASS  
THICKNESS: 

8mm

ON REQUEST:
POWDERCOAT

MF2DR
DESIGNER DOOR 

HINGE

300827 140 x 48mm PC OR SC BRASS DOOR HINGE
GLASS TO 

GLASS 

FIXING:
GLASS TO 

GLASS (RIGHT 
HUNG)

PIVOT DOOR Bathroom 
& Internal

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

HARDWARE
WARRANTY

10
YEAR

Designer Hinges



519©Metro Performance Glass. Manufactured Frameless Glass Specifiers Guide. Edition 6, Version 1/2019.
www.metroglass.co.nz                                                                                                               Frameless Showers 

5
F

R
A

M
E

L
E

S
S

 S
H

O
W

E
R

S
 

FRAMELESS SHOWERS
HARDWARE
WARRANTY

10
YEAR

Bath Screens

For Handles / Knobs (Refer to Hardware table section 7).

Product Model Sizes mm Finish Material Type Application Area
CHANNEL

CS18
300301 2100mm ANOD BRIGHT ALUM 6063 CHANNEL CHANNEL 

SECTION
Internal & 
External300303 2100mm ANOD NATURAL

300302 2100mm MILL FINISH
300304 2100mm BLACK
301851 2100mm ARCTIC WHITE
300305 3000mm ANOD BRIGHT
300307 3000mm ANOD  NATURAL
300306 3000mm MILL FINISH
300308 3000mm BLACK
301672 3000mm ARCTIC WHITE

GLASS  
THICKNESS: 
12 & 15mm 

ON REQUEST:
POWDERCOAT

CHANNEL CSR18 301674 3000mm PC ALUM 6063 CHANNEL CHANNEL 
SECTION

Internal & 
External301673 3000mm ANOD NATURAL

GLASS  
THICKNESS: 
12 & 15mm 

OVERALL SIZE: 
18 x 25mm

ON REQUEST:
POWDERCOAT

END CAP CC18 300478 18x18x1mm ANOD BRIGHT ALUM 6063 END CAP END CAP 
COMPONENT

SUITS:  
CS18  CHANNEL

Internal & 
External300480 18x18x1mm ANOD NATURAL

300479 18x18x1mm MILL FINISH

END CAP CC18  
To SUIT 45 DEGREE 

MITRE CUT

300485 18x18x1mm ANOD BRIGHT ALUM 6063 END CAP END CAP 
COMPONENT

SUITS:  
CS18  CHANNEL

Internal & 
External300486 18x18x1mm ANOD NATURAL

301714 18x18x1mm PC

CHANNEL CS15 300287 2100mm ANOD BRIGHT ALUM 6063 CHANNEL CHANNEL 
SECTION

Internal & 
External300289 2100mm ANOD NATURAL

300288 2100mm MILL FINISH
300290 2100mm BLACK
301849 2100mm ARCTIC WHITE
300291 3000mm ANOD BRIGHT
300293 3000mm ANOD NATURAL
300292 3000mm MILL  FINISH
300294 3000mm BLACK
301668 3000mm ARCTIC WHITE
301850 3000mm BLACK

GLASS  
THICKNESS: 

8mm 

ON REQUEST:
POWDERCOAT

END CAP CC15 300474 15x18x1mm ANOD BRIGHT ALUM 6063 END CAP END CAP 
COMPONENT

SUITS:  
CS15  CHANNEL

Internal & 
External300475 15x18x1mm ANOD NATURAL

ANGLE AS18 300277 2500mm ANOD BRIGHT ALUM 6063 ANGLE ANGLE 
SECTION

Internal & 
External300278 2500mm ANOD NATURAL

300276 2500mm MILL FINISH
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Product Model Sizes mm Finish Material Type Application Area
MF1 DOOR HINGE 300811 55x90x51mm PC BRASS DOOR HINGE

STANDARD 
MOUNTING 

PLATE

FIXING:
WALL FIX

PIVOT DOOR Bathroom 
& Internal300812 55x90x51mm SC

300810 55x90x51mm BLACK

300805 55x90x51mm BLACKC 

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF1-L DOOR 
HINGE

300807 55x90x37mm SC BRASS DOOR HINGE
SINGLE SIDED 

MOUNTING 
PLATE

FIXING:
WALL FIX

PIVOT DOOR Bathroom 
& Internal300806 55x90x37mm PC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF1-L3 DOOR 
HINGE

300808 55x90x51mm PC BRASS DOOR HINGE
SINGLE SIDED 

MOUNTING 
PLATE

FIXING:
WALL FIX

PIVOT DOOR Bathroom 
& Internal300809 55x90x51mm SC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF1-XL DOOR 
HINGE

300813 55x90x62mm PC BRASS DOOR HINGE
SINGLE SIDED 

MOUNTING 
PLATE

FIXING:
WALL FIX

PIVOT DOOR Bathroom 
& Internal300814 55x90x62mm SC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF1-90 DOOR 
HINGE

300803 55x90x35mm PC BRASS DOOR HINGE
90 DEGREE
MOUNTING 

PLATE

FIXING:
WALL FIX

PIVOT DOOR Bathroom 
& Internal300804 55x90x35mm SC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF2 DOOR HINGE 300823 10mm PC BRASS DOOR HINGE
GLASS TO 

GLASS 

FIXING:
GLASS TO 

GLASS

PIVOT DOOR Bathroom 
& Internal301908 8mm PC

300825 10mm SC
300822 10mm BLACK
300819 10mm BLACKC

MF2-90 DOOR 
HINGE

300817 55x90x35mm PC BRASS DOOR HINGE
90 DEGREE

ANGLE

FIXING:
GLASS TO 

GLASS

PIVOT DOOR Bathroom 
& Internal300818 55x90x35mm SC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF2-BF DOOR 
HINGE

300820 110 x 90mm PC BRASS DOOR HINGE
180 DEGREE

ANGLE

FIXING:
GLASS TO 

GLASS

PIVOT DOOR Bathroom 
& Internal300821 110 x 90mm SC

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

FRAMELESS SHOWERS
HARDWARE
WARRANTY

10
YEAR

Hinged – Shower/Bath Screens

Clear PVC Rigid Water Seals
PVC Shower and Bath Seals are available to suit all 10mm glass specified. 
They are a clear rigid / flexible PVC water seal to suit all applications and configurations. 
(Refer to specific Shower and Bath Seals page 509)
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Product Model Sizes mm Finish Material Type Application Area
MF2-135 DOOR 

HINGE
300815 110 x 90mm PC BRASS DOOR HINGE

135 DEGREE
ANGLE

FIXING:
GLASS TO 

GLASS

PIVOT DOOR Bathroom 
& Internal300816 110 x 90mm SC

301815 110 x 90mm BLACK

GLASS  
THICKNESS: 

8-10mm

ON REQUEST:
POWDERCOAT

MF2-SP DOOR 
HINGE

(SPECIAL 
CUSTOM)

301967 110 x 90mm PC OR SC BRASS DOOR HINGE
CUSTOM
ANGLES 

(FROM 125 – 
180 DEGREES)

FIXING:
GLASS TO 

GLASS

PIVOT DOOR Bathroom 
& InternalGLASS  

THICKNESS: 
8-10mm

ON REQUEST:
POWDERCOAT

FRAMELESS SHOWERS
HARDWARE
WARRANTY

10
YEAR

Hinged – Shower/Bath Screens
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SHOWER SET UP EXAMPLES
HARDWARE
WARRANTY

10
YEAR

Shower Type: �Wall Hung Square Stepped for Bath

Hardware List

2 x MF1 Hinges

3.5m x CS18 Channel

1 x 650mm WD1 Water Deflector

1 x CC Channel End Cap

1 x Pair Handles (customer’s selection)

Overall Shower Sizes

Plan View with 
Width Clearances

Elevation with Height Clearances

NOTE: If a water bar is to be used under the door, allow an additional 5mm clearance under door.


